
Brief Introduction 
The 26-km long Hong Kong Section of the Guangzhou-
Shenzhen-Hong Kong Express Rail Link (Express Rail 
Link, or XRL) runs from West Kowloon in Hong Kong to 
the boundary of Hong Kong and Shenzhen. The Express 
Rail Link will connect with the 16,000-km National High-
speed Railway Network and will enhance Hong Kong's 
role as the southern gateway to the Mainland. 
Construction of the Express Rail Link commenced in 
January 2010, with completion targeted for 2018.
The rail consists only with a Terminus located at the north 
of the West Kowloon Cultural District and will be linked 
to Austin Station and Kowloon Station by footbridges and 
subways. There will be no intermediate station in the Hong 
Kong Section before it reaches Shenzhen.

Express Rail (High Speed Train Line) network in China (total about 16,000 km)



Alignment of the 
Express Rail within 
Hong Kong section

This presentation tries to provide an visual 
summary of all the major work elements 
that featured the construction of the 

Terminus facilities including the associated 
works since day 1 of the project



Highlights of some of the features and working difficulties 
involved in the construction of the Terminus and its associated 
facilities

1. The area of the involved sites is extremely large (overall 30 
hectares).

2. Complicated phases of traffic diversion required both for 
vehicular and pedestrian.

3. Involving deep and large volume of excavation to 
accommodate the station facilities.

4. Working in close proximity to two existing mass transit system, 
that is, the Kowloon Southern Link and the Tung Chung/Airport 
Express Lines.

5. Working in narrow strip of available land especially at the north 
end of the Terminus where the KSL/TC‐Airport Express Lines 
and the Express Rail meet. 

Highlights of some of the features & working difficulties (continued)
6. Working under limited headroom, these include:

• Under slip‐roads of the West Kowloon Interchanges
• Under temporary carriageway as substitutions for Jordon Road 
and Austin Road

7.   Interrupting by large amount of underground services and nearby 
facilities during the excavation, these include: 
• A series of large section storm water culvert
• Other underground facilities including drains, water supply, 
gases and electric cable etc.

• A series of pedestrian footbridge including its diversion and 
reconnection in phases to fit the ground works.

8. Usual difficulties for top‐down construction in particular in 
constructing large‐section structures that required working under 
complicated phasing arrangement.

9. Construction of a number of super long‐span elements/structures

The project overview

West Kowloon 
in 1999



West Kowloon in 2006 Tung Chung Line/  
Airport Express (1998)

Kowloon Southern Link (2010)

Express Rail (2017)

Site of the Express Rail 
Terminus in 2009

Terminus South

Terminus North

Site of the Express Rail 
Terminus in 2011

Aerial view of the Express Rail Terminal at West Kowloon in 2011 



Aerial view of the Express Rail Terminal at West Kowloon in 2012  Aerial view of the Express Rail Terminal at West Kowloon in late 2014 

Aerial view of the Express Rail Terminal at West Kowloon in late 2015 

Layout of the Terminus showing the rail platforms



Express Rail Terminal at West Kowloon (showing platform layout)

Construction of the tunnel (cut‐and‐cover) 
for the previous Kowloon Southern Link 
connecting East Rail to the West Rail

The Terminus site    
as seen in late 2010

The Terminus site    
as seen in late 2010



The Terminus site as seen in late 2010

Site for the future M+ Museum 
as part of the West Kowloon 
Cultural District projects

The Express Rail Terminal Site at West Kowloon (November 2011)

The terminus site (south) as seen in mid 2012 The terminus site (north) as seen in mid 2012



The Express Rail Terminal Site 
at West Kowloon (Nov 2011)

Excavation process for the 
terminus at West Kowloon

(mid 2012)

Excavation process for the terminus at West Kowloon

August 2012

April 2012 Project progress highlight,
West Kowloon Terminus Station South

(Mainly for Contract 810A)



Terminus South

Overview of site as in late 2011

Overview of site as in August 2012



Overview of site as in December 2012

Overview of site as in March 2013 Overview of site as in May 2013



Overview of the southern tip of site as in May 2013 Overview of the southern tip of site as in August 2013

Overview of site as in August 2013



Overview of site as 
in November 2013

Overview of the southern tip of site as in December 2013

Section showing the underground space of the Terminus 

Excavation proposal and the actual work set‐up 
for the south portion of Terminus

Progress in December 2012



March 2012

Casting of the first slab 
before top‐down

December 2012



Steel stanchion supporting 
the upper slabs

Steel stanchion supporting the upper slabs

August 2013



December 2013

November 2013

Commencing the erection of the falsework in 
the form of a gigantic structural steel frame to 
supporting the construction of the terminus 
canopy truss roof

Terminus underground structure 
along the Wui Man Road 
(匯民路) constructed in 
top‐down approach

January 2014 Temporary shoring support for 
the partly completed ground slab



Construction of the central portion 
of the terminus structure

Central  core constructed 
at a slightly deferred stage 

The raft slab for the 
central core structure

Construction of the central portion of the terminus structure

Early 2012



Early 2013
Overview of the central core as in June 2012

Raft slab averaged 1.5m thick 
constructed in portions

Overview of the central core 
as in late 2013 Overview of the central core as in January 2014



Overview of the central core as in April 2014 Overview of the central core as in April 2014

Falsework to support the erection of    
steel truss for the future canopy structure

Overview of the site as in October 2014
Overview of the central core and the 
adjacent apron structure as in October 2014



Overview of the central core and the 
adjacent apron structure as in March 2015 Overview of the central core and the 

adjacent apron structure as in March 2015

Overview of the central core and the adjacent apron structure as in March 2015

Complicated construction layout as seen in mid 2015



Overview of the terminus 
structure as in March 2015

Highlight on the construction of 
the floor plate under top‐down 

arrangement

Upper floor plate constructed 
in an advanced stage

lower floor plates constructed 
underneath the ground plate 
using a suspending gantry form

First set‐up for the erection of the suspending rail to support the gantry form



First set‐up for the erection 
of the suspending rail to 
support the gantry form

Ground plate



The gantry top/floor soffit before 
steel fixing

The gantry form for 
the floor plate 
before and after the 
striking of the form



Construction of the ‐3 plate using 
the same set of gantry form but 
supported using steel post 

Closer see of the working 
condition of the gantry form

Another set of gantry form used in the central core 
(in the lowest floor only to avoid the uneven ground on the formation level)



Setting up detail of the gantry form Other floor plates were constructed using typical aluminum prop works



Construction detail for usual floor plates

Highlight on the Southern 
tip of the Terminus

Southern tip 
of Terminus

Terminus 
main structure

Southern tip of Terminus, with the 
ground surface forming part of the 

future West Kowloon Cultural District



Terminus south as seen in mid 2010 Terminus south as seen in October 2011

Terminus south as seen in mid 2014 
(station platform underneath constructed using top‐down) Terminus south as seen in mid 2015



Casting the ground slab supported by steel stanchion before the 
construction of the underground station structure using top‐down

Stanchion heads

Ground slab being cast 
in an earlier stage

Direction of 
onward casting of 
the ground slab

Overview of the southern tip of the Terminus as in August 2012

Overview of the southern tip of the Terminus as in August 2012



Overview of the southern tip of the Terminus as in early 2014

Overview of the southern tip of 
the Terminus as in late 2014

Overview of the southern tip of 
the Terminus as in early 2015

Ground slab being cast 
supported by stanchion

Substituting Austin Road formed 
by temporary carriageway



Underground structure at 
the terminus south was 
basically constructed using 
top‐down approach. These 
photos show the supporting 
detail of the ground slab on 
steel stanchions

Top‐down arrangement for the 
construction of the terminus south            
(mainly for concourse and train platform)

Typical work layout and arrangement 
for top‐down construction

Typical work layout and excavation 
arrangement using top‐down method



Highlight on the Construction of the 
terminus structure along Kowloon Station 

(previous Lin Cheung Road)

Work along this area is very difficult due to several 
reasons, including:
1. Some major utilities were located underground 

along previous Lin Cheung Road.
2. Construction using top‐down manner along this 

area adjacent to the underground structure of the 
Kowloon Station needs extra stabilization during 
the excavation process

Kowloon 
Station, 
Element

Lin Cheung Road and 
the buried services

Kowloon 
Station, 
Element

Temporary 
carriageway 
(Lin Cheung 
Road) 

Temporary steel 
supporting frame for 
the temp. carriageway

Drawing not to scale

Soldier 
pile wall

Kowloon 
Station, 
Element

Soldier 
pile wall

Diaphragm wall and 
buried utilities to be 
diverted and removed 
as excavation proceed 



Kowloon 
Station, 
Element

Soldier 
pile wall

Construct the terminus 
underground structure 
using bottom up 
approach (LES as usual)  

Drawing not to scale

Temporary carriageway substituting Lin Cheung Road 
(between mid 2013 to mid 2015) 

Temporary site access

Temporary carriageway   
(Lin Cheung Road)

Temporary carriageway   
(Lin Cheung Road)



Working situation underneath the temporary carriageway

One of the buried 
pipe (600mm Ø)

Temporary roadway will be dismantled after 
the stabalizing of the side of cut and diversion 
of the utilities lines located underneath 

Shoring arrangement to support the side of cut



Shoring arrangement to support the side of cut

Constructing the terminus side 
wall close to Kowloon Station 

Previous Lin Cheung Road



Ground slab and terminus 
structure connecting to the side 
of Kowloon Station

End of Part 1


